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	� Automatic built-in oil burner
	� Set to be connected to a thermostat or a 

humidostat or a timer
	� Power cord (1,5 m) with plug
	� AISI 430 stainless steel combustion chamber; 

with three smoke revolutions (EC 22, EC 32), with 
four smoke revolutions (EC 55, EC 85)

	� Automatic post ventilation of unit 
	� Electronic flame-control
	� Safety thermostat
	� Fuel feed lines in hydrocarbon resistant rubber, 

whit a reinforced textile (EC 22, EC 32) or metal 
sheath (EC 55, EC 85)

	� Tank in tough hydrocarbon resistant polythene (EC 
22, EC 32) or steel (EC 55, EC 85)

	� Bayonet-type fuel tank cap
	� Fuel tank drain plug
	�

Arzător automat de motorină   
Priză legare la termostat, umidostat sau
temporizator

Cameră de combustie din inox AISI 
430; cu 3 rotaţii de fum (EC 22, EC 32), cu 4 
rotaţii de fum (EC 55, EC 85) 
Sistem post-ventilare temporizată pentru 
răcirea camerei de combustie 
Control electronic flacără   
Termostat supraîncălzire   
Furtunuri de alimentare motorină din cauciuc

Rezervor din polietilenă anti-şoc (EC 22, EC 32), 
din oţel (EC 55, EC 85)

rezistent la hidrocarburi acoperit cu material 
textil (EC 22, EC 32) sau cu carcasă metalică 
(EC 55, EC 85) 

Buşon închidere rezervor tip baionetă  
 Buşon golire combustibil din rezervor   

Cablu alimentare electric cu ştecar (1,5m)   
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Tablou electric de comandă

Electric control panel



Mod. EC 55

T max 100° C

�

ACCESORII LA CERERE

Cod. 02AC508 Cod. 02AC556                  Mod. EC 55 - EC 85 Cod. 02AC511 

Cod. 02AC598 
Cod. 02AC581 Cod. 02AC582 

Mod. EC 85
Cod. 02AC599 

+5/+30°C,  CABLU L=10m SI 
STECAR LA 90°

TERMOSTAT 
AGRICULTURA/SANTIERE  -5/+50°C, 

CABLU L=10m SI STECAR LA 90°

FILTRU PREINCALZIRE 
MOTORINA

TUB FLEXIBIL DIN PVC L= 6 m

Mod. EC 55 - EC 85 
Cod. 02AC548 

Mod. EC 55 - EC 85 
Cod. 02AC632 

RACORD CU DOUA 
IESIRI

Mod. EC 32/Ø 300 mm
Cod. 02AC501 

Mod. EC 55/Ø 350 mm
Cod. 02AC502 

Mod. EC 85/Ø 400 mm
Cod. 02AC503 

Mod. EC 55/Ø 300 mm
Cod. 02AC546 

Mod. EC 85/Ø 300 mm
Cod. 02AC505 

Mod. EC 55/Ø 350 mm
Cod. 02AC628 

Mod. EC 85/Ø 400 mm
Cod. 02AC629   

RACORD CU O 
SINGURA IESIRE

KIT ROTI PNEUMATICE Ø 250 mm TERMOSTAT AMBIENTAL 
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FILTRU COMBUSTIBIL IN
REZERVOR 

INDICATOR DE NIVEL INELE DE RIDICARE (4 BUC.) 

KIT CONECTARE 
RACORD ADMISIE AER

KIT CONECTARE REZERVOR EXTERN

Cod.  02AC562  Ø  300  mm        

Cod.  02AC563  Ø  350 mm       

Cod.   02AC564   Ø  400  mm 



�

Hs [kW]
Hs [kcal/h - BTU/h]

23,4
20.108 - 80.032

34,1
28.349 - 116.803

58,6
50.434 - 200.728

90,6
77.934 - 310.177

Hs [kW]
Hs [kcal/h - BTU/h]

19,6
16.891 - 67.227

28,9
24.828 - 98.815

52,5
45.139 - 179.652

80,2
68.972 - 274.507

Combustion chamber with four smoke revolutions
The combustion chambers are manufactured using AISI 430 stainless steel 
with aluminised steel heat exchangers to guarantee a better heat exchange with 
the cooling air. In model EC 55 and EC 85 the new combustion chamber with 
four smoke revolutions allows increasing the heat exchange inside it, and so 
the combustion smokes cooling, obtaining in this way an output of almost 90%.

EC 22 1.075 440 615 40 1.050 400 520 45

EC 32 1.215 440 670 48 1.175 400 605 55

EC 55 1.435 555 940 81 1.310 510 965 95

EC 85 1.740 690 1.025 110 1.690 620 1.050 135Y X

H

A B

C

COS DE EVACUARE DIN INOX L=1m COT DE 90° COS DE EVACUARE 
DIN INOX

TERMINAL COS DE EVACUARE 
DIN INOX

Cod. 02AC420  Ø 120 mm  Cod. 02AC421  Ø 120 mm  Cod. 02AC422   Ø 120 mm  

Cod. 02AC285  Ø 150 mm Cod. 02AC288  Ø  150 mm Cod. 02AC282   Ø 150 mm 

MOD A B C    Net         X           Y          H Brut     

[mm]      [mm] [mm] [kg] [mm] [mm] [mm] [kg]

EC 22 EC 32 EC 55 EC 85

cod 02EC101 02EC102 02EC103 02EC104

putere termica nominala

putere termica masurata

randamenta [ % ] 84 84,6 89,5 88,5

debit de aer [ m3/h] 550 1150 2500 4300

salt termic  a 20°C [ °C ] 95 75 66 77

consum [kg/h] 1,85 2,7 4,64 7,17

capacitate rezervor [ l ] 42 42 65 105

putere electrica absorbita [ W ] 300 370 850 1140

alimentare electrica [ V - ph - Hz ] 230 - 1 - 50 230 - 1 - 50 230 - 1 - 50 230 - 1 - 50

ø cos de evacuare [mm] 120 150 150 150

ø tub evacuare aer 1 - 2 vie [mm] n.a. 300 - n.a 350 - 300 400 - 300

cantitate per palet    [ buc. ] 12 6 1 1

Camera de combustie cu 4 rotatii de fum
Camerele  de  ardere  sunt  confecţionate  din  oţel  inoxidabil  AISI  430  cu 
schimbătoare  de  căldură  din  oţel  galvanizat  pentru  un  mai  bun  schimb 
termic cu aerul de răcire. La modelele EC 55 şi EC 85, utilizarea unei camere

GREUTATI SI DIMENSIUNI UTILAJ AMBALAJ

EC - GENERATOARE DE AER CALD, CU ARDERE INDIRECTA  

de  ardere inovative  cu  4  rotaţii  de  fum  permite  creşterea schimbului 
termic în interiorul acesteia, generând astfel răcirea fumului de ardere astfel
încât să aibă un randament de aprox. 90%.


